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statically adjustable mounting support distance

statically adjustable HILTI MQ support distance rail system HILTI MQ support distance rail system

statically adjustable HILTI MQ support
distance rail system

1,5 mm rebate clearance

5mm gap
 Key  hanging fixing solution

CORTEN wall (the bottom line: 4mm thick, all others are 3mm thick)

L30x30x3 CORTEN angle (cold bending).
welded cladding

U30x35x3 CORTEN profile (cold bending)

8mm fixed rods

 Key  hanging fixing solution

CORTEN wall (the bottom line: 4mm thick, all others are 3mm thick)

L30x30x3 CORTEN angle (cold bending).
welded cladding

U30x35x3 CORTEN profile (cold bending)

8mm fixed rods

5mm joints, expansion joints

1,5 mm rebate clearance

bending safety reason
 Key  hanging fixing solution

8mm fixed rods

U30x35x3 CORTEN profile (cold bending)

CORTEN wall (the bottom line: 4mm thick, all others are 3mm thick)

L30x30x3 CORTEN angle (cold bending).
welded cladding

5mm gap, shadow grout

technological gap

high quality structured visible concrete surface

concrete slab

 Key  hanging fixing solution

8mm fixed rods

U30x35x3 CORTEN profile (cold bending)

CORTEN wall (the bottom line: 4mm thick,
all others are 3mm thick)

L30x30x3 CORTEN angle (cold bending).
welded cladding

detail 01.a detail 01.b detail 01.c
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protruding concrete door frame

Corten cover
Fit plates decorating the walls Corten

100/212,5 Corten TH 60 Fireproof Door

protruding concrete door frame

Corten wall coverings connecting to Corten fireproof door_view M1:10

detail 01.

detail 02.
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bored tunnel inner contour

concrete bark panel

peron tunnel inner contour

Smoke vent

peron tunnel outer contour

Inclined fixed rail

5 cm construction tolerance
concrete bark
panel

concrete bark
panel

concrete bark panel rib splint
constructed HALFEN rail

concrete bark panel rib splint
constructed HALFEN rail

statically adjustable anchor for
concrete bark panel fixing

surface maintenance

statically adjustable concrete bark
panel fixing rail (Halfen HTA 40/22)

concrete bark panel fixing rail (HTA
40/22)
statically adjustable

surface maintenance statically
adjustable fixation  (HTA 40/22
Halfen rail) wall mounted
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CONCRETE BARK PANEL IN STATION BOX detail 04.
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HEA 300 szelvény füstkötényfal részére

16 mm thick steel slab
with fireproof painting (1 hour)

16 mm thick steel slab
with fireproof painting (1 hour)

16 mm thick
welded diaphragm

M20 steel leg welded to
the flat steel

l=35cm HTA  52/34 HALFEN fixing rail

oval mortice

HEA 300 profile
with fireproof painting (1 hour)

l=35cm HTA  52/34 HALFEN fixing rail

HSR M20
HALFEN fixing bolt

l=35cm HTA  52/34 HALFEN fixing rail

HEA 300 profile with
fireproof painting (1 hour)

16 mm thick flat steel with
fireproof painting (1 hour)

16 mm thick
welded diaphragm with
fireproof painting (1 hour)

M20 steel leg welded to
the flat steel

arched reinforced concrete surface

statikailag méretezendő dübeles rögzítés

statikailag méretezendő TH60 acél konzol

HSR M20
HALFEN fixing bolt

detail 06.

detail 06.a

detail 06.b
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fixing of the bark panel profile

HTA  52/34 HALFEN fixing rail

HSR M20 HALFEN fixing bolt

16 mm thick bended steel

oval mortice

16 mm thick welded steel

16 mm thick welded diaphragm

M20 steel welded to the
flat steeloval mortice in HEA 300 profile

HEA 300 profile

fireproof gasket tape (1 hour)

statically adjustable fixing

statically adjustable TH60 steel corbel

statically adjustable fixing

SECTION M=1:5detail 08.

smoke curtain wall
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